




STEP 58:  LAG SCREWS
1: PLACE THE FRAME IN ITS FINAL POSITION AND FOLLOW THE PROCEDURES AT THE FRONT OF THE MANUAL TO 
LEVEL AND SQUARE THE STRUCTURE. ONCE THE FRAME IS LEVEL, SQUARE, AND SET INTO POSITION; GO BACK AND 
INSERT THE 5/16 X 3-1/2" LAG SCREWS AND 5/16" WASHERS IN ALL OF THE REMAINING HOLES OF THE 2 X 6 PARTS. 
NOTE:  THERE WILL NOT BE ANY PREDRILLED HOLES IN THE CORNER POSTS FOR THE LAG SCREWS.  LAG SCREWS 
ARE SELF-TAPPING.
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5/16" WASHER

5/16 X 3-1/2"
LAG SCREW



DECK BOARD
5/4 X 6 X 36-3/4"

DECK SPACER
5/4 X 4 X 29-3/8"

2: START WITH THE 5/4 X 4 X 29-3/8" DECK SPACER AT ONE END OF THE FORT.  CENTER THE BOARD BETWEEN THE 
CORNER POSTS AND ATTACH IT WITH 2" WOOD SCREWS THROUGH THE PREDRILED HOLES AND INTO THE DECK 
SUPPORT BELOW. NOTE: THE TOP OF THE SCREW HEAD SHOULD BE FLUSH TO THE TOP OF THE DECK BOARD.
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STEP 59:  DECK BOARDS
THE FOLLOWING STEP IS RECOMMENDED TO PREVENT POSSIBLE SPLITS IN THE WOOD

1: PRE-DRILL THE ENDS OF THE DECK BOARDS TO PREVENT INSTALLATION DAMAGE. PRE-DRILL BOTH ENDS WITH A
1/8" DRILL BIT AT THE DIMENSIONS SHOWN BELOW.
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STEP 60:  BOTTOM PANEL BOARD
1:  PLACE THE 2 X 6 X 36-3/4" BOTTOM PANEL BOARD AGAINST THE FRONT CORNER POSTS, AND LEVEL THE TOP OF 
THE BOARD WITH THE TOP OF THE BOTTOM PANEL BOARD ON THE ADJACENT SIDE OF THE TOWER.

2:  FASTEN THE BOTTOM PANEL BOARD TO THE CORNER POSTS WITH 5/16 X 3-1/2" LAG SCREWS WITH 5/16" 
WASHERS.

5/16 X 3-1/2"

5/16" WASHER

BOARD
BOTTOM PANEL

LAG SCREW

2 X 4 X 36-3/4"

LEVEL TO THE TOP OF
THIS BOARD



5/4 X 6 X 36-3/4"
DECK BOARD

STEP 61:  DECK
1: INSTALL THE 5/4 X 6 X 36-3/4" DECK BOARDS. LEAVE A UNIFORM (APPROX. 1/4") SPACE BETWEEN THE DECK 
BOARDS. INSTALL WITH 2" WOOD SCREWS
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REAR BOTTOM
PANEL BOARDLAG SCREW

2 X 4 X 36-3/4" 
5/16 X 3-1/2"

5/16" WASHER

STEP 62:  BOTTOM PANEL BOARDS
1:  PLACE TWO 2 X 4 X 36-3/4" REAR BOTTOM PANEL BOARDS AGAINST THE CORNER POSTS, AND LEVEL THE TOP OF 
THE BOARDS WITH THE TOP OF THE DECK.

2:  FASTEN THE BOTTOM PANEL BOARDS TO THE CORNER POSTS WITH 5/16 X 3-1/2" LAG SCREWS WITH 5/16" 
WASHERS.



STEP 63:  PANEL SLATS
1: FIND FIVE 5/4 X 3 X 28" PANEL SLATS.

2: PRE-DRILL THE SLATS 1" FROM EACH END ON CENTER WITH A 1/8" DRILL BIT.

3: INSTALL THE PANEL SLATS AT EQUAL LENGTHS USING A SLAT AS A SPACER FOR THE SLATS CLOSEST TO THE 
CORNER POSTS

4: ATTACH THE PANEL SLATS TO THE TOWER WITH 2" WOOD SCREWS IN THE PRE-DRILLED HOLES
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1:  USING THE PROVIDED INSTRUCTIONS, INSTALL THE TIC-TAC-TOE PANEL.

2:  CENTER THE TIC-TAC-TOE ASSEMBLY ON TWO PANEL SLATS (ONE AT THE TOP, ONE AT THE BOTTOM).

3:  SEE DIMENSIONS BELOW FOR DISTANCES FROM THE TOP AND BOTTOM TO INSTALL THE TIC-TAC-TOE ASSEMBLY 
TO TWO VERTICAL PANEL SLATS.

STEP 64:  TIC-TAC-TOE PANEL
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STEP 65:  TIC-TAC-TOE PANEL
1:  CENTER THE TIC-TAC-TOE ASSEMBLY FROM THE PREVIOUS STEP BETWEEN THE TWO FRONT CORNER POSTS OF THE 
TOWER AND FASTEN WITH 2" WOOD SCREWS.



1:  PLACE THE 4 X 4 X 29" CENTER POST IN THE CENTER OF THE FRONT FACE BOARD AND THE FRONT TOP PANEL 
BOARD.

2:  FASTEN THE CENTER POST TO THE UNIT WITH TWO 2-1/2" WOOD SCREWS FROM THE BOTTOM; AND TWO MORE 
PER BOARD IN THE FRONT FACE BOARD AND THE TOP PANEL BOARD.

STEP 66:  CENTER POST

©2008 GORILLA PLAYSETS

CENTER POST
4 X 4 X 29" TWO 2-1/2" WOOD

SCREWS IN THESE
BOARDS.  (INSTALL
TWO MORE FROM 
UNDERNEATH THE
DECK)



2 X 4 X 66"

5/16" WASHER

BRIDGE RAIL

5/16 X 3-1/2"
LAG SCREW
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STEP 67:  BRIDGE RAILS
1:  PLACE THE 2 X 4 X 66" BRIDGE RAILS DIRECTLY UNDERNEATH THE TOP PANEL BOARD AND FASTEN WITH 
5/16 X 3-1/2" LAG SCREWS WITH 5/16" WASHERS.

2:  MEASURE 16" FROM THE TOP OF THE BRIDGE RAIL ON BOTH SIDES AND MARK THE SPOT ON THE INSIDE OF 
THE CORNER POSTS.

3:  PLACE THE 2 X 4 X 66" BRIDGE RAILS ON THESE MARKS, WHERE THE BOTTOM OF THE RAILS ARE LINED UP 
ON THE MARKS MADE ON THE CORNER POSTS.  FASTEN WITH 5/16 X 3-1/2" LAG SCREWS WITH 5/16" 
WASHERS.



1:  LEVEL AND SQUARE THE BRIDGE RAILS ON THE TOWER AND FASTEN THE RAILS TO THE CENTER POST AND CORNER 
POST WITH 5/16 X 3-1/2" LAG SCREWS WITH 5/16" WASHERS.

STEP 68:  MOUNTING THE BRIDGE TO THE FORT
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STEP 69:  BRIDGE RAIL SLATS
1.  PRE-DRILL THE 5/4 X 3 X 16" BRIDGE RAIL SLATS ON BOTH SIDES, 1/2" FROM THE CENTER.

2.  PLACE THE BRIDGE RAIL SLATS 3" FROM THE FACE OF THE CORNER POSTS, AND ATTACH WITH 2" WOOD SCREWS.  
THE SLATS WILL MOUNT ON THE OUTSIDE OF THE BRIDGE RAILS.

3.  ATTACH THE REMAINING SLATS TO THE UNIT WITH A 3" GAP BETWEEN THE SLATS.
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5/4 X 3 X 16"
BRIDGE RAIL

SLAT



5/16 X 1-3/4"
HEX BOLT

CLATTER BRIDGE
CHAIN

3/8" WASHER

3/8" WASHER
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BOARD

STEP 70:  CLATTER BRIDGE ASSEMBLY
TO SEAT THE T-NUTS INTO THE BOARDS. 
1.  FIND THE 2 X 4 X 29" BRIDGE DECK BOARDS, AND INSERT T-NUTS INTO THE PRE-DRILLED HOLES.  USE A HAMMER 

2 X 4 X 29"
BRIDGE DECK

T-NUT

2.  COUNT 18 LINKS OF CHAIN.  THE 18TH LINK WILL BE THE STARTING POINT OF BUILDING THE CLATTER BRIDGE.

3.  THREAD A 5/16 X 1-3/4" BOLT WITH A 3/8" WASHER THROUGH THE CHAIN LINK.  ONCE THROUGH, PLACE 
ANOTHER 3/8" WASHER ON THE BOLT, AND PLACE THE THREADS OF THE BOLTS INTO THE HOLES IN THE BRIDGE DECK 
BOARDS AND INTO THE PREVIOUSLY INSTALLED T-NUTS.



THIS FOR BLOCK AND DECK SUPPORT. NEXT DRILL A 1” HOLE AT THE MARKED LOCATIONS IN BOTH BOARDS.
1:  MEASURE FROM END OF BOARD AND MARK FIRST PILOT HOLES AT 9-1/2” THEN THE LAST HOLE AT 27-1/4”. DO 

2.  THREAD THE CHAIN THROUGH THE PILOT HOLES IN THE BLOCK AND DECK SUPPORTS ON THE TOWER. THE T-NUTS 
SHOULD FACE UP AND THE CHAIN WILL BE FACING DOWN. BRING THE CHAIN BACK AROUND AND UNDERNEATH 
THE DECK SUPPORTS. PULL THE CHAINS TIGHT AND ATTACH THE FREE END OF THE CHAIN TO ONE END OF THE 
QUICK LINK. THREAD THE MATING PART OF THE QUICK LINK AND LEAVE LOSE. REPEAT THIS PROCESS ON THE 
OPPOSITE END OF THE CLATTER BRIDGE. THIS SHOULD BRING THE FIRST BOARD OF THE BRIDGE UP LEAVING NO LESS 
THAN 1” GAP. 

STEP 71: ATTACHING THE CLATTER BRIDGE
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STEP 72: MOUNTING THE SLIDE
1:  POSITION THE SLIDE SO THAT IT RESTS FLUSH ON THE DECK BOARDS IN THE OPENING OF THE TOWER.

2:  FASTEN WITH 1-1/4" WOOD SCREWS
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REGISTRATION CARD  
 
Name: ____________________________________________________________ 
Address: __________________________________________________________ 
City: State: Zip:  ____________________________________________________ 
Email: ____________________________________________________________ 
Place of Purchase:  __________________________________________________ 
City: State: Zip:  ____________________________________________________ 
Playset Model:  _____________________________________________________ 
 
Please, check the boxes below. 
 
Your age? 
� 18-25     � 26-30     � 31-35     � 36-40     � 41-45     � 46-50     � 51-55     

� 56-60     � 61-65     � 66+ 
 
How old are your children? 
� 2-3     � 4-5     � 6-7     � 8+       
 
How would you rate the quality of our product? 
� Excellent      � Above average     � Average     � Below average     � Poor   
 
Would you recommend this product? 
� Yes     � No      
 
Comments: 
_________________________________________________________________
_________________________________________________________________
_________________________________________________________________
_________________________________________________________________
_________________________________________________________________
_________________________________________________________________ 
 
Thank you for registering with gorilla playsetsL! The information you provided 
will be kept confidential and will ONLY be used to better serve our customers. 
Remove this page from the manual and mail to the address below. 
 
Thank you from everyone here at Gorilla Playsets!   
 
 
Mail to:       or fax: 
Gorilla Playsets, Inc.     (678) 880-3329 
190 Etowah Industrial Ct. 
Canton, GA 30114 
 
  

 


